
Instrukcja Bezpieczeństwa - Podwójny System
Mikrofonów Bezprzewodowych
Środki Ostrożności

Mikrofon i odbiornik należy utrzymywać z dala od wody, aby uniknąć ryzyka porażenia prądem i
uszkodzeń sprzętu.
Urządzenie należy używać w dobrze wentylowanym pomieszczeniu, aby uniknąć przegrzania.
Trzymaj je z daleka od ognia.
Zważywszy na fakt, że jest to urządzenie bezprzewodowe, upewnij się, że jest ono z dala od
innych źródeł zakłóceń radiowych.
Nie należy demontować urządzenia. Próby naprawy przez osoby nieupoważnione mogą
prowadzić do uszkodzenia sprzętu.
Używaj wyłącznie zasilacza o standardowym napięciu, aby zapobiec uszkodzeniu urządzenia
wysokim napięciem.

Instrukcja Obsługi
Należy przestrzegać poniższych kroków podczas korzystania z mikrofonów bezprzewodowych:

Zainstaluj 2 baterie AA w każdym mikrofonie przed użyciem. Należy upewnić się, że bieguny
baterii są prawidłowo skierowane.
Podłącz odbiornik do źródła dźwięku za pomocą dołączonego kabla audio 6,35 mm.
Włącz odbiornik i mikrofon, przytrzymując odpowiednio przełączniki zasilania.
Aby przełączyć kanały lub zmienić ustawienia głośności, używaj przycisków na mikrofonie i
odbiorniku zgodnie z instrukcjami.

Postępowanie z Bateriami
Zużyte baterie należy utylizować zgodnie z lokalnymi przepisami dotyczącymi utylizacji
odpadów. Nie wyrzucaj ich do zwykłego kosza na śmieci.
Nie wrzucaj baterii do ognia, ani nie próbuj ich demontować.

Rozwiązywanie Problemów
Brak dźwięku: Upewnij się, że baterie są prawidłowo zainstalowane oraz że zasięg mikrofonu nie
przekracza maksymalnego dystansu (60 m).
Szumy lub zakłócenia: Zmień kanał częstotliwości w celu uniknięcia zakłóceń radiowych.
Mikrofon się nie włącza: Sprawdź poprawność instalacji baterii. W razie potrzeby zastąp je
nowymi.

Warunki Pracy
Zakres częstotliwości: 823-832 MHz
Zakres pracy: Do 60 m
Temperatura pracy: 0°C do +55°C















Attestation of Compliance
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Shenzhen LCS Compliance Testing Laboratory Ltd.
Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street,
Bao'an District, Shenzhen, Guangdong, China
Tel: (86)0755-82591330 Fax: (86)0755-82591332
Http://www.lcs-cert.com Email: webmaster@lcs-cert.com

Attestation No. : LCSA032423160E

Approval Holder : Fujian EastWest Lifewit Technology Co., LTD

Address : Rm 1201-1205, Bld 18, 2nd Phase of Innovation Park, no.7, Wulongjiang
Mid-Ave, Fuzhou High-tech Zone, Fuzhou, Fujian Province

Manufacturer : Fujian EastWest Lifewit Technology Co., LTD

Address : Rm 1201-1205, Bld 18, 2nd Phase of Innovation Park, no.7, Wulongjiang
Mid-Ave, Fuzhou High-tech Zone, Fuzhou, Fujian Province

Brand Name : TONOR

Product : WIRELESS MICROPHONE

Type/Model Name : TW350, TW050, TW150, TW250, TW450, TW550, TW750, TW760, TW840,
TW841, TW950

H/S Version : HW: MU-05TX(V1.2A)
SW: SN8F5703 SOP16-2840_TX

Attestation of the technical design of the radio equipment according to the following essential
requirements set out in article 3 of the RED 2014/53/EU:

Article 3.1a): Health and Safety Conform

Article 3.1b): Electromagnetic
Compatibility

Conform

Article 3.2: Effective Use of the Radio
Spectrum

Conform

CE-marking

Marking Example (Class 1)

This attestation is issued in accordance with the Directive 2014/53/EU of the European Parliament and
of the Council of 16 April 2014 on the harmonisation of the laws of the Member States relating to the
making available on the market of radio equipment.

May 23, 2023

Date of issue Manager

http://www.lcs-cert.com
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Shenzhen LCS Compliance Testing Laboratory Ltd.
Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street,
Bao'an District, Shenzhen, Guangdong, China
Tel: (86)0755-82591330 Fax: (86)0755-82591332
Http://www.lcs-cert.com Email: webmaster@lcs-cert.com

Applied Standards and Test Reports

Standard Laboratory Test Report Number

ETSI EN 301 489-1 V2.2.3 (2019-11)
ETSI EN 301 489-9 V2.1.1 (2019-04)

Shenzhen LCS Compliance
Testing Laboratory Ltd.

LCSA032423160EA

ETSI EN 300 422-1 V2.2.1 (2021-11) Shenzhen LCS Compliance
Testing Laboratory Ltd.

LCSA032423160EB

EN 62479:2010
EN 50663:2017

Shenzhen LCS Compliance
Testing Laboratory Ltd.

LCSA032423160EC

EN 55032:2015/A11:2020
EN 55035:2017/A11:2020
EN IEC 61000-3-2:2019/A1:2021
EN 61000-3-3:2013/A2:2021

Shenzhen LCS Compliance
Testing Laboratory Ltd.

LCSA032423160ED

EN IEC 62368-1:2020+A11:2020 Shenzhen LCS Compliance
Testing Laboratory Ltd.

LCSA032423162S

General Remarks:

1. This conformity assessment is limited to the essential requirements of the RED Directive.
Only products fulfilling all essential requirements of all applicable new approach directives
may be placed on the market and put into service.

2. Products in compliance with all provisions of the applicable directives providing for the CE
marking must bear this marking.

3. The manufacturer shall take all measures necessary so that the manufacturing process
and its monitoring ensure conformity of the manufactured radio equipment with the
approved type described in the Attestation of Compliance and with the requirements of
Directive 2014/53/EU that apply to it.

4. This device also contains frequency bands that are not operational in EU member states.
Only the frequency bands used in European Union have been assessed for this attestation.

5. The manufacturer shall draw up a written EU declaration of conformity for each radio
equipment type and keep it at the disposal of the national authorities for 10 years after the
radio equipment has been placed on the market. The EU declaration of conformity shall
identify the radio equipment type for which it has been drawn up. A copy of the EU
declaration of conformity shall be made available to the relevant authorities upon request.

http://www.lcs-cert.com

